DETAILS OF STRUCTURAL PHYISICS

WALL TOWARDS TECHNICAL SPACE IN BASEMENT |SUZ-3

7 1 | existing brick wall ~68.0cm
@ 2 | waterproof - penetrate
and polymercement lay.0.5cm
@ 3 | mineral wool 100kg 5.0cm
@ 4 | PE foil
5 |gypsum board
@ on subconstruction  2x1.25¢cm
6 | interior finishing
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BASEMENT WALL ON DILATATION SUz-4
1 i —
1 | existing brick wall 25.0cm
@ 2 | waterproof - penetrate
and polymercement lay.0.5cm
@ 3 | mineral wool 100kg 5.0cm
@ 4 | PE foil
5 airspace 10.0cm
@ 5 (gypsum subconstruction)
6 gypsum board
@ on subconstruction  2x1.25¢cm
<i> 7 | interior finishing
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projektovanje, konsalting, inzenjering

Beograd,

Kneza Milosa 82

INVESTOR :

JP POSLOVNI PROSTOR - NOVI SAD
ul.Narodnog Fronta br.53, Novi Sad

BUILDING AND THE ADRESS OF THE SITE: [Prawing No
EUIP - EUROPEAN UNION

INFORMATION CENTER 02
Kralja Milana street, no. 7, Belgrade




