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	Item
	Description
	Unit
	Required
	Guaranteed

	1
	GENERAL (Теchnical properties of the Cable  between Auxiliary Power Transformer and RP 0,4 kV / Code number: 70405)

	1.1
	Manufacturer 
	
	insert
	

	1.2
	Type designation according to SRPS N.C5.220
	
	PP00 4x(2x(4x240))) mm2
	

	1.3
	Country of origin 
	
	insert
	

	1.4
	Standard
	
	SRPS N.C5.220
IEC 60502
	

	1.5
	Quality control
	 
	ISO 9001
	

	1.6
	Method of cable installation 
	
	cable duct, in the ground, open or closed space.
	

	1.7
	Cable usage
	
	For power supply in city networks, industrial facilities, thermal and hydro power plants
	

	2
	CHARACTERISTICS (Теchnical properties of the Cable  between Auxiliary Power Transformer and RP 0,4 kV / Code number: 70405)

	2.1
	Rated voltage
	kV
	0,6/1
	

	2.2
	Maximum working temperature 
	˚C
	+70
	

	2.3
	Minimum working temperature 
	˚C
	-40
	

	2.4
	Маximum temperature by cable installation (laying) 
	˚C
	+70
	

	2.5
	Мinimum temperature by cable installation (laying)
	˚C
	+5
	

	3
	DESIGN (Теchnical properties of the Cable  between Auxiliary Power Transformer and 
RP 0,4 kV / Code number: 70405)

	3.1
	Conductor material
	
	copper/copper wire
	

	3.2
	Insulating material
	
	PVC compound
	

	3.3
	Filling
	
	non-vulcanized rubber or thermoplastic tape
	

	3.4
	Reinforcement 
	
	steel tape
	

	3.5
	Sheath
	
	PVC compound
	

	3.6
	Required packing:
	
	Cable must be placed on drum, 1000(±50) meters of cable, i.e. according to the Specifications for lengths shorter than 1000 meters
	


	Item
	Description
	Unit
	Required
	Guaranteed

	4.
	TYPE TEST REPORTS AND CERTIFICATES
	
	To be enclosed with the Bid
	


	Item
	Description
	Unit
	Required
	Guaranteed

	1
	GENERAL (Теchnical properties of the Cable between RP 0,4 kV - DG / 
Code number: 70406)

	1.1
	Manufacturer 
	
	insert
	

	1.2
	Type designation according to SRPS N.C5.220
	
	PP 41 3x150 + 70 mm2
	

	1.3
	Country of origin 
	
	insert
	

	1.4
	Standard
	
	SRPS N.C5.220
IEC 60502
	

	1.5
	Quality control
	 
	ISO 9001
	

	1.6
	Method of cable installation 
	
	cable duct, in the ground with application of additional protection, closed space
	

	1.7
	Cable usage
	
	For power supply in city networks, industrial facilities, thermal and hydro power plants
	

	2
	CHARACTERISTICS (Теchnical properties of the Cable between RP 0,4 kV - DG / 

Code number: 70406)

	2.1
	Rated voltage
	kV
	0,6/1
	

	2.2
	Maximum working temperature 
	˚C
	+70
	

	2.3
	Minimum working temperature 
	˚C
	-40
	

	2.4
	Маximum temperature by cable installation (laying) 
	˚C
	+70
	

	2.5
	Мinimum temperature by cable installation (laying)
	˚C
	+5
	

	3
	DESIGN (Теchnical properties of the Cable between RP 0,4 kV - DG / 

Code number: 70406)

	3.1
	Conductor material
	
	copper/copper wire
	

	3.2
	Insulating material
	
	PVC compound
	

	3.3
	Filling
	
	non-vulcanized rubber or thermoplastic tape
	

	3.4
	Reinforcement 
	
	steel tape
	

	3.5
	Sheath
	
	PVC compound
	

	3.6
	Required packing:
	
	Cable must be placed on drum, 1000(±50) meters of cable, i.e. according to the Specifications for lengths shorter than 1000 meters
	


	Item
	Description
	Unit
	Required
	Guaranteed

	4.
	TYPE TEST REPORTS AND CERTIFICATES
	
	To be enclosed with the Bid
	


	Item
	Description
	Unit
	Required
	Guaranteed

	1
	GENERAL (Теchnical properties of the  MV Cable / Code number: 70504)

	1.1
	Manufacturer 
	
	insert
	

	1.2
	Type designation according to SRPS N.C5.220
	
	XHP 48-A 
4X(1X150/25)MM2

20/35kV
	

	1.3
	Country of origin 
	
	insert
	

	1.4
	Standard
	
	SRPS N.C5.220
IEC 60502
	

	1.5
	Quality control
	 
	ISO 9001
	

	1.6
	Cable usage
	
	For power supply in distribution networks, power plants, substations, and industrial facilities
	

	2
	CHARACTERISTICS (Теchnical properties of the  MV Cable / Code number: 70504)

	2.1
	Cable rated voltage 
	kV
	20/35
	

	2.2
	Maximum working temperature 
	˚C
	+90
	

	2.3
	Minimum working temperature 
	˚C
	-20
	

	2.4
	Маximum temperature by cable installation (laying) 
	˚C
	+50
	

	2.5
	Мinimum temperature by cable installation (laying)
	˚C
	+0
	

	3
	DESIGN (Теchnical properties of the  MV Cable / Code number: 70504)

	3.1
	Conductor material
	
	Al. wire
	

	3.2
	Material around the conductor
	
	semi-conductive layer
	

	3.3
	Insulating material
	
	cross-linked polyethylene
	

	3.4
	Material around the insulation
	
	semi-conductive layer
	

	3.5
	Еlectric protection 
	
	copper tapes
	

	3.6
	Sheath
	
	PVC compound
	

	3.7
	Required packing:
	
	Cable must be placed on drum, 1000(±50) meters of cable, i.e. according to the Specification for lengths shorter than 1000 meters
	


	Item
	Description
	Unit
	Required
	Guaranteed

	4.
	TYPE TEST REPORTS AND CERTIFICATES
	
	To be enclosed with the Bid
	


	Item
	Description
	Unit
	Required
	Guaranteed

	1
	GENERAL (Теchnical properties of the  MV Cable between 35kV - APT / 
Code number: 70504)

	1.1
	Manufacturer 
	
	insert
	

	1.2
	Type designation according to SRPS N.C5.220
	
	XLP 3X(1X95)MM2
20/35 kV
	

	1.3
	Country of origin 
	
	insert
	

	1.4
	Standard
	
	SRPS N.C5.230
IEC 60502
	

	1.5
	Quality control
	 
	ISO 9001
	

	1.6
	Cable usage
	
	For power supply in distribution networks, power plants, substations, and industrial facilities
	

	2
	CHARACTERISTICS (Теchnical properties of the  MV Cable between 35kV - APT / 

Code number: 70504)

	2.1
	Cable rated voltage 
	kV
	20/35
	

	2.2
	Maximum working temperature 
	˚C
	+90
	

	2.3
	Minimum working temperature 
	˚C
	-20
	

	2.4
	Маximum temperature by cable installation (laying) 
	˚C
	+50
	

	2.5
	Мinimum temperature by cable installation (laying)
	˚C
	+0
	

	3
	DESIGN (Теchnical properties of the  MV Cable between 35kV - APT / 

Code number: 70504)

	3.1
	Conductor material
	
	Cu wire
	

	3.2
	Material around the conductor
	
	conductor screen
	

	3.3
	Insulating material
	
	cross-linked polyethylene
	

	3.4
	Material around the insulation
	
	metallic shielding
	

	3.5
	Еlectric protection 
	
	copper tapes
	

	3.6
	Sheath
	
	PVC compound
	

	3.7
	Required packing:
	
	Cable must be placed on drum, 1000(±50) meters of cable, i.e. according to the Specification for lengths shorter than 1000 meters
	


	Item
	Description
	Unit
	Required
	Guaranteed

	4.
	TYPE TEST REPORTS AND CERTIFICATES
	
	To be enclosed with the Bid
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