ANNEX II + III: TECHNICAL SPECIFICATIONS + TECHNICAL OFFER

Contract title: 

RS-Belgrade: IPA — Supply of IT Equipment for Veterinary Directorate - 2011/S 185-301634
Location: Serbia
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Publication reference: EuropeAid/132014/C/SUP/RS

Supply of Lot nº 1: Hardware and system software
Column 1-2 should be completed by the Contracting Authority

Column 3-4 should be completed by the tenderer

Column 5 is reserved for the evaluation committee 
Annex III - the Contractor's technical offer

The tenderers are requested to complete the template on the next pages: 

· Column 2 is completed by the Contracting Authority shows the required specifications (not to be modified by the tenderer), 

· Column 3 is to be filled in by the tenderer and must detail what is offered (for example the words “compliant” or “yes” are not sufficient)  

· Column 4 allows the tenderer to make comments on its proposed supply and to make eventual references to the documentation

The eventual documentation supplied should clearly indicate (highlight, mark) the models offered and the options included, if any, so that the evaluators can see the exact configuration. Offers that do not permit to identify precisely the models and the specifications may be rejected by the evaluation committee.

The offer must be clear enough to allow the evaluators to make an easy comparison between the requested specifications and the offered specifications.

Technical Specifications – Part I

Common Technical Specifications

1.1. Description of the Supply
The subject of the contract is the supply, delivery, distribution, installation, training, as defined in Part III of this Technical Specifications, DDP (Delivery Duty Paid) within 6 months after the Contractor receives the Commencement Order.
	Item Number
	Item
	Quantity

	Lot 1
	Hardware and system software 
	

	1.1
	Desktop workstation with professional commercially supported 64bit OS
	4

	1.2
	Server for blade enclosure with server virtualization (Application server, GIS server)
	2

	1.3
	Server OS software  commercially supported 64bit
	2


1.2. Technical requirements

The technical specifications are requirements based on the respective item’s projected function or purpose. Characteristics and features deviating from particular technical solutions and figures or values given in the specifications (unless exceeding the requirements), due to the particular design of the actually offered product may be acceptable, as long as the required functionality is at least equivalent to the given specification. 

Items non-compliant with technical specifications will be rejected.

Equipment must conform to the relevant CE regulation. Wherever reference is made in the technical specifications to specific standards and codes, the provisions of the current edition or revision of the relevant shall apply, unless otherwise expressly stated.

Supplies must include all necessary parts and accessories to provide for installation and putting into operation so that the equipment is capable of operation in accordance with these technical specifications and the manufacturers’ specifications.

All items and sub-items supplied must comply with all applicable Serbian and EU safety standards.  Responsibility for obtaining any certificates required for the import and putting into use of equipment supplied rests wholly with the supplier.

All electrical equipment must comply with Serbian electrical standards (specifically including power supplies, sockets and plugs).  All cabling required for installation and use of the equipment must be included.  It is the Contractors responsibility to ensure that all equipment is in fully compatible with the Serbian electrical system.

Technical Specifications – Part II

Common Technical Specifications

	Item Number
	Specifications Required
	3.

Specifications Offered
	4.

Notes, remarks, 
ref to documentation
	5.

Evaluation Committee’s notes

	1.1
	Desktop workstation with professional commercially supported 64bit OS
	
	
	

	
	Including 2 x 24 inch monitor, min 1900 x 1080 resolution, LED backlight, <= 2ms G2G (Gray to Gray) response, >= 300cd/m2 brightness, high dynamic contrast 
	
	
	

	
	At least 16 MB RAM memory
	
	
	

	
	Microprocessor adequate, minimum 2 core/64bits
	
	
	

	
	Motherboard supporting above  microprocessor
	
	
	

	
	Graphic controller (supporting at least 2 monitors via DVI or HDMI, shader model 5.0, >= open GL 4.1, >= MS directx 11, > 2GbDDR5) 
	
	
	

	
	2 x SATA III Hard drives: each with minimum: 0.5 Tera bytes, 64 MB cache memory, 6Gb/s, 7200 rpm
	
	
	

	
	Hardware RAID - to support data security and fast access, could be integrated on motherboard
	
	
	

	
	Expandable tower case
	
	
	

	
	Wireless peripherals (mouse keyboard)
	
	
	

	
	64 bit professional desktop commercially supported operating system pre-installed, with at least support for standard domain server participation, remote desktop server software, encrypting file system and network directories offline availability
	
	
	

	1.2
	Server for blade enclosure with server virtualization  (Application server, GIS server)
	
	
	

	
	Compatible with the blade enclosure with the following minimal or better characteristics:
10U - 17.4 in. (442 mm)

Width 17.6 in. (447 mm)

Depth 32 in. (813 mm) 
Up to 8 full-height

Up to 16 half-height

Mixed configurations supported 
8 interconnect bays with support for any I/O fabric 
	
	
	

	
	2 x Quad/Four-core processors 3,06 GHz/95W or better 
	
	
	

	
	SATA controller with RAID capabilities
	
	
	

	
	Dual Port 10Gb network card 
	
	
	

	
	Dual Port 1Gb Ethernet card
	
	
	

	
	8Gb FC HBA dual port
	
	
	

	
	Hot plug 2 x SSD SATA disks, each 100GB minimum 
	
	
	

	
	Hot plug 2 x SATA Hard drives: each 1Tb minimum 
	
	
	

	
	32GB RAM installed, max 144GB at least 8 memory slots shall be empty after 32 GB RAM is installed 
	
	
	

	
	Server must have server virtualization capabilities
	
	
	

	1.3
	Server OS software  commercially supported 64bit
	
	
	

	
	Min 5 licences for concurrent named users
	
	
	

	
	Included virtualization technology
	
	
	

	
	Up to 8 CPU support
	
	
	

	
	Integrated web application server and web services platform
	
	
	

	
	Remote desktop services support, remote administration support
	
	
	

	
	Power management support
	
	
	

	
	Domain server role support
	
	
	


2.1. Training

The Contractor shall provide an adequate training by authorized trainer for a number of end users as specified in the below table in a way that they will be able to operate and do the maintenance of the equipment without any help.

The lot and item number which the training is needed, minimum number of end users to be trained and the minimum period of the training is given in detail below:

	Item nº
	Item
	Minimum training requirements

	Lot 1
	All items
	One day training for about 10 person


2.2. Warranty

       Please refer to Article 32.1 of Special Conditions as well as Articles 32.2- 32.6 of the General Conditions of the Contract Dossier.
2.3. After-sales Services

No after-sales services are foreseen under the scope of this Contract.

2.4. Place of delivery

The Items should be delivered at the following address:

Ministry of Agriculture, Forestry and Water Management

Veterinary Directorate

Omladinskih brigada 1 

11 070 Novi Beograd, Srbija
Contact Person: Mr Budimir Plavšić
2.5. Visibility

All equipment and vehicles must have a durable self-adhesive EU visibility logo.

The contractor shall produce a draft of the layout and submit it for approval by the Contracting Authority prior to production/delivery.

The Contracting Authority shall advise the successful bidder on the exact dimension, layout, colour regime and wording/symbols of these self-adhesive stickers upon contract signature.

November 2010

c4_annexiitechspeciitechoffer_en
Page 1 of 7

Page 2 of 7

